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ABSTRACT

This paper details results from nonlinear amslyses of the ultimate Bimit
state performance characteristics of four Gulf of Mexico (GOM) platforms
subjecied to intense loadings from hurricane Andrew. These four platforms
were located to the east of the track of hurricane Andrew, and were thus in
the most intense portion of the storm [Smith, 1993]. The nonlincar analyses
aze able to replicate details of the observed behavior of the four structures.
This replication is very dependent on realistic characterization of the pet-
formance characteristics of the pile foundations and on accurate information
on the “as is” condition of the platforms before the storm,

INTRODUCTION

As part of a long-term research project, analysis procedures and com-
puter Ezograms are being developed that ate inlended to aliow the engineer
o simplified, yet realistic evaluations of the dynamic, uftimate limit
state behavior characteristics of conventional template-type offshore plat-
forms subjected to storm loadings. A companion paper details the second-
generation sitplified procedures that have been developed to permit evalua-
tions of storm loadings and static - cyclic capacities of such platforms [Bea,
Mortazavi, 1995). The first-generation approach and verifications have
been deseribed by Bea [1995] and DesRoches [1993]. The approach that is
being developed to provide modifications that will permit the dynamic - tran-
sient loading effects to be taken into account has been described and initial
tesults presented by Bea andYoung [1993].

The simplified procedures are being verified with results from complex
sonlinear static and dynamic analyses that are able to provide details on the
ormance characteristics of platforms that are loaded to their ultimate
wugg fm {Bea, DesRoches, 1993; Bea, Landeis, Craig, 1992; Bea, Craig,

This paper describes tesults from four platforms that have beem ana-
yzad as part of this research. These four platforms were located to the east
of the track of hurricane Andrew, and were thus in the most intense portion
of the storm [Smith, 1993]. The nonlinear analyses are able to replicate
details of the observed behavior of the four structures. The remainder of this
paper will detail the analyses and results for these four platforms,

PLATFORM B’

Platform ‘B’ (PB) is a seH-contained, B-leg, drilling and production plat-
form with 12 well slots and 9 drilled wells (Figure 1). The platform was
installed in 118 fi of water in the South Timbalier region in 1964. The plat-
form was designed according 1o conventional 1963 criteria based on “25-
year” return period design conditions (wave height of 55 feet).

Cellar and main deck elevations were located at + 34 fi. and + 47 fi. re-
spectively. The major deck framing is 43 ft. by 93 ft. in plan, and the jacket
legs are battered at one to eight in both broadside and end-on framing. The
deck legs are 36 in. in diameter with a wall thickness of 0.625 in. and are
connected to the tops of the piles with welded shim connections. The 39 in
diwneter legs have an average wall thickeess of 0.50 in. and have no joint
cans, However, gusset plates are used with the jacket leg K-joints. The
broadside braces vary from 14 in. in the first of four jacket bays to 20 in. in
the lowest jacket bay, while the end-on bracing varies from 14 in. to 16 in.

FIGURE 1: PLATFORM ‘B”

Based on coupon tests performed after the platform was installed [fmm,
et al., 1994}, the jacket bracing and horizontal framing are made of pominal
50 ksi steel with an average yiell sirength of 58 ksi. The jacket legs and
piles are composed of pominal 36 ksi sieel with an average vield swengih of



43 ksi. The strength of the legs and piles is based on the assumption that
large members, i.e., greater thap 30 in., were fabricated of plate steel, while
the smaller members were constructed of rolled pipe sections.

The 36 in. piles extend 190 fi. below the rudline through 165 ft. of soft
to stiff gray clay and 25 fu of fine dense sand. At the time of design, antici-
pated pile imh were 770 tons in ion and 350 topx in tension. PB’s
piles were grouted inside its 39 in. jacket legs in 1973,

Although the platforin has been subjected 10 several severe hurricanes
(Carmen, 1974, and Andrew, 1992), PB has sustained no significant struc-
tural damage. This is due in part to previous platform remediations. In 1974,
the eye of Hurricane Carmen passed within ten miles of PB. Cellar deck
damage suggested the largest waves were approximately 58 ft from the
southeast. Hindeast studies predicted slightly higher wave heights. Post-
hurricane analyses indicated that the + 10 fi. vertical diagonal joints experi-
enced compressive yielding. The platform was the subject of a risk analysis
in 1988 that identified i as a significant risk [Imm, et al., 1994]. Couse-
quently, in 1991 all eight conductors were removed ard the cellar deck was
cleared of all equipment.

In 1992, the eye of Huiricane Andrew passed within eight miles of the
platform. Cellar deck damage suggested a maximum wave height between
60 ft. and 64 fi. from east-southeast, approximately fifteen degrees off
broadside. Hindeast studics confirmed this observation. During this event,
alt four + 10 ft. K-joints in the broadside vertical trusses experienced vield-
ing; two joints were at or close to their ultimate capacity. During the post-
hutricane inspection, it was discovered that there was no grout in the pile-
jacket leg annulus at + 10 fi. Below the water line, the grout performed
well. I all four + 10 ft. K-joints vield a collapse mechanism is formed.

It is estimated that ten percent more lateral load would have collapsed
the structure {Imm, ot al,, 1994]. Analyses showed that the load causing the
joint yielding is very close to the load experienced during Andrew. More
importantly, it was estitated that removing the conductors decreased the
load during Andrew by twenty percent. Analyses also showed that the plat-
form was capable of being re-loaded 10 the level experienced during
Andrew. However, the + 10 ft. K-joints were grouted as an additional safety
measure.

Several trials analyses were performed to find the wave height that
caused platform failure with a load factor of unity. It was assumed that the
majority of the load that could cause collapse of the platform was due to
wave and current loads, and particularly wave-in-deck loads. The current
and wind data from the Andrew hindcast studies were used and the wave
height was varied. The wind forces used were bused on hindeast conditions
and current APLRP ZA guidelines [APL, 1993]. Boat landing, barge bumper,
and Joadings associated with other known appurtenances were simulated.

Hydrodynamic coefficients were chosen based on API guidelines [1993,
1994], recent test data [Bea, Pawsey, Liton, 1991; Heideman, Weaver,
1992] , and engincering judgment. The best estimate drag and inertia coeffi-
cients (C,, C,) were as taken to be 1.2 for cylinders, respectively (all
assumed to be hydrodynamically rough) [Rodenbush, 1986).

Based on the storm hindcast results [Cardone, Cox, 1992} and measured
results from past GOM hurricanes [Bea, Pawsey, Lition, 1991}, wave kine-
matics directional spreading factor equal to 0.88 was used for both the deck
and jacket loads. A current blockage factor of (.80 for broadside loading
and .70 for end-on loading was also included. It should be noted that the
wave height used for the end-on loading scenario did not create a load pat-
tern that failed the platform with a load factor of umity. However, #t was
determined that this wave height was close to the realistic Timit for this water

The analytical model for PB contained the primary structural

nents of the platform. It was assumed that the main and cellar decks were
not part of the first faifure mode. Therefore, only the main framing members
of the decks were modeled. The conductor framing was replaced with suf-
ficiently rigid cross members to simulate their stiffness contribution. To
account for a grouted pile-jacket leg anmulus, the leg thickmess was in-
creased from 0.5 in. to 1.0 .  All members were given anm initial
inperfection, which was calculated by using Chen’s buckling corve and
member information for the critical braces in the structure [Chen, Ross,
1977]. This analysis was based oo rigid joints.

Fhe non-linear soil springs were developed using the PAR program as-
suming static loading [Bea, 1992]. Since amalyses and post-Andrew
inspections indicated that the first failute mode occurs in the upper jacket
bay for both broadside and end-on loadiag, the exact performance of the soil
springs is not critical in determining the ultimate lateral load resistance ca-
pacity of the platform. However, there are two items concerning the soil
spring models that should be noted.

Fiest, the T-Z {axial load - pile shaft displacement) and Q-Z {pile tip load
- displacemnent} springs included as part of the model are linear as defined in

the input to USEOS, which means that they will exhibit elastic behavior.
Originally these nodes were defined using two force-displacement points,
which translates into & straight line model. This strategy was inte to
duplicate the approach used in the original apalyses {lmm, et al, 1994}

a defining aonlinear soil properties, USFOS linearly exirapolates from
the last two user defined points al both curve extremes. Therefore, since
there were only two user defined points defining the son-linear behavior of
the T-Z and -Z springs, USFOS extrapolated along the same original user
defined tine for both temsion and compression behavior. The P-Y (lateral
pile load - displacement) curves were defined using eight points, four points
for each transverse direction. Thus the P-Y springs will exhibit nonlinear
behavior,

As stated above, the linear elastic model of the T-Z and Q-Z springs will
not significantly affect the determination the platform's ultimate capacity.
However, this fact is based on the assumplion that the pile-soil interaction is
not part of the first failure mode. The ultimate pile uplift and compression
forces were caloulated. The largest tension and compression pile forces for
both the broadside and end-on loading cases were lower than these previ-
ously calculated maximum values. Thus, the piles are not the weak link in
the system for the load patterns used. Hence, while the ultimate capacity of
the platform should not be effected by these linear spring, it is assumed that
the shape of the displacement dependent results will pot be exactly correct.

Secondly, the manaer in which the combined T-Z and P-Y springs were
modeied is prone to potential error, especially for large displacements.
Again, this error is assumed not 10 affect the ultimate capacity of the plat-
form, but it does cause inaccuracies that are worth mestioning. In the PB
model the T-Z and P-Y were combined into a :wofnode nonlinear soil speing.
‘The combined spring has T-Z spring properties for itf axial displacements
and P-Y spring pr;iﬁics for its transverse displacemnents, Both axial and
transverse di ments are measured relative to the original coordinates of
the element’s end nodes. However, when a T-Z / P-Y soil spring element
becomes deformed the relative position of the two end nodes must be consid-
ered for the deformed shape, Since this is not the case, in a deformed

ition the displacement transverse to the element will be resisted by the P-
g’msgring and the T-Z spring. The exact spring properties for any given de-
forimed shape can be solved using vector analysis,

Broadside Loading

The force-displacement curve for broadside loading is shown in Figure
2. This curve indicates that platform fails at 0.907 of the veference load
patiern of 4 total base shear of 3,860 kips. This lateral loading capacity is
less than the 4,900 kips reported by Imm et al. [1993]. This difference is due
to the differences in the loading patterns wilized in the two analyses. The
analyses reported in this paper have larger wave forces acting on the plat-
form lower deck.

Figure 2 indicates that the platform has no reservé strength after the first
brace - joint failure. However, it is important to nofe that the platform can
experience large inclastic displacement before a failure mechanism is
formed. I the force-displacement curve were extended it would show that
eventually, the jacket legs develop sufficient resistance in bending to cause
buckling of the braces in the third jacket bay.
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FIGURE 2: BROADSIDE FORCE-DISPLACEMENT RELATIONSHIP



End-on Loading

The force-displacement curve for end-on loading iz shown in Figure 3.
This curve indicates that the uppermost compression braces buckle at 1.12 of
the reference load pattern of 4 total base shear of 3,900 kips. Figure 4 shows
that after the compression braces - joints in the fourth jacket bay fail the
platform has & small increase in resistance capacity until the compression
braces in the third jacket bay and the horizontal framing between these two
iev?is almost simultaneously fail, at which point the platform is at imminent
collapse.

Comparisons of Analytical and Observed Results

The hurricane hindcast data [Cardone, Cox (1992] and observed plat-
form performance indicate that PB survived 60 - 64 ft waves 15 degrees off
of broadside dusing hurricane Andrew. Approximately 96 percent the peak
loading developed during the storm was resisted by the broadside framing.
The USFOS analysis indicaies that the platform experiences first significant
membsr failure, brace - joint failure, at 91 percent of the load from a 64 fi
direct broadside wave.

The wave deck loads are very significant for this loading profile. The
deck loads vepresent nearly 40 percent of the total load. This 15 in agreement
with the results documented by Imm, et ol. [1994]. The hydrodynamic loads
are highly sensitive to the wave height and the surge height. In addition,
initial imperfection magnitude and direction are realistic but somewhat con-
servative. Hence, the brace - joint failure load represents a probable lower
bound estimate of the irue brace sirength. This same result was observed by
Imm et al. {1993} based on results from K-braced frame tests.

Taking the above factors into consideration, the USFOS results indicate
that PB should zurvive the Joads from hwrricane Amdrew, The analytical
results are in conformance with the observed performance of PB after hurri-
cane Andrew [Imm, et al,, 1994],

PLATFORM 'C

Flatform ‘C’ (PC) (Figure 4) was installed in the GOM Ship Shoal region
i 1970. This platform is a_self contained four pile drilling and production
platform located in 157 fi. of water. PC survived hurticane Andrew without
significant damage.

The platform has four conductors and eight risers. The PC decks are lo-
cated at elevations of +33 ft., +43 £, +356 fi. and +71 ft. The deck legs form
a 30 ft. by 30 ft. square in plan and the jacket legs are battered at 1:11 in both
primary directions,
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FIGURE 3: END-ON FORCE-DISPLACEMENT RELATIONSHIP

The piles for PC run through the jacket legs, but undike PB the pile-jacket
leg annulus is not grouted, The 36 in. diameter piles extend 355 fu. below the
mudline through 328 i, of soft to stiff gray clay and 27 ft. of fine dense sand.
The sand layer starts at 197 ft. below mudline. The clay abave the sand is
generally soft and silty, while the clay below the sand is stiff.

While the pile-leg annulus is rot grouted, the jacket legs and most other
intersecting members have joint cans, The 39.5 in. diameter jacket legs are
0.5 in. thick while the joint cans are 1.25 in. thick. The deck legs are 36 in. in
diameter with a wall thickness of 1.25 in. and are connected 1o the tops of the

gges. The vertical braces vary from 16 in. in the top or seventh jacket ba
in. in the first jacket bay. All members reportedly are t:«tmstremtetgf
rominal 36 ki steel with an average yield stress of 43 ksi.

Many know PC as the “PMB Benchmark
Platiorm™ [PMB Enginceri f, 1954). PC was
used ag & test structure for a Joint Industey Project
(JIP). The IIP's main objective was fo assess the
variability in the calculated ultimate capacity of a
typical fixed offshore platform due to diffetimfi_i
assumptions, different code interpretations, dif-
fmxmﬁwm packages, and human error. The
JIP participants were 1o strictly use APl guide-
lines [1993, 1994] to define the loading and
capacily parameters of the analyses. However,
the software and analysis techniques used varied
between companies. Analysiz resulis specified
by PMB were subimitted by all the participants.
These results were thea ed to assess their
variahility [PMB Engincering, 1994].

The platform was analyzed with foundation
simulations based on “static’ and ‘dynamic’ pile -
soil  interaction characteristics [Bea, 1987;
1992al. The static pile simulations were based on
the soil boring test results (wireline samples,
undrained ~ unconsolidated triaxial tests) and API
static pile capacity guidelines [APL, 1993]. The
dynatnic pile simulations were based on soil
broing test tesults comected for sample distur-
bance [Quircs, et al, 1933} and dysamic pile
capacitly guidelines in the AP Commeniary on
Pile Capacity for Axial Cyclic Loadings [1993].
The differences between stafic and dynamic
aﬁaimdhtmﬂ%lzcapwfﬁes ranged from 2 fo
3 [Bea, 19871 differences between static
and dynmmnic axisl and lateral pile stiffnesses
were as great as 10, These resuits are in agree-
ment with those developed by Tang [1988, 1990]
These resulty also are justified by isone of static and dynamic field
pile load test data [Bea, Audibert, 1979; ?ea, 1980; Bea, et al., 1984].

Wind forces were calculated using API RP 2A guidelines [1993]. Ap-
purienance and deck loads were calculated by hand using the wave
kinematicy developed in WAJAC. The broadside and end-on loading sce-
uarios are essentially identical and thus, only one direction was analyzed.

As with PB, hydrodynamic cocfficients were chosen based on recent fest
data and engincering judgment. The, the best estimate drag and inenia coef-
ficients were taken 10 be 1.2 for cylinders. A wave kinematics factor equal
10 0.88 was used for both the deck and jacket loads. A current blockage
factor of 0.80 was also included,

The computer model contains the primary structural components of the
aiform. It was assumed that the main and cellar decks were not part of the
irst failure mode. Therefore, only the main framing members of the decks
were modeled. The conductors were transversely slaved 1o nearby nodes in
the horizontal framing from the first deck down to the mudline. The piles
were fransversely slaved to the jacket legs that they run through except at the
iop, where the piles, jacket legs and deck legs are rigidly connected at all
four corers. Al members were given an initial imperfection, which was
chosen based on the AP standards for allowable pre-construction member
imperfections,  Finally, since the plaiform contains joint cans this analysis
used rigid joints.

Single node non-linear soil springs were developed using the procedures
outlined APIRP 2A [1993]. These procedures assumed static and dynamic
loading assumnptions [AP, 1993; 1994]. Based on results from past analyses
of GOM platforins subjected to hurricane loadings, pile sinulations based on
traditional static pile capacity methods can be too conservative is some cases
and will indicate & false failure in the foundation [Bea, DesRoches, 1993].

to
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FIGURE 4:
PLATFORM ‘¢’

Loading Resuits

The initisting failure mode for PC based on the static pile characteriza-
tion is pile plunging. The force-displacenwent history for broadside loading is
shown in Figure 5. This curve indicates that platform fails at 0.628 of the
reference load pattern or a tofal base shear of 1,700 kips at a displacement
of about 24 in. From Figure 5 it can be seen that the platform has a constant
stiffuess after alf the T-Z and Q-Z springs of the compression piles have
reached their final plateaus
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FiIGURE § - FORCE - DISPLACEMENT RELATIONSHIP BASED ON
STATIC PILE CHARACTERISTICS

Since the foundation was shown to be the weak link in the platform, an
apalysis based on a dymamic pile characterization was also performed..
Results from the USFOS analyses showed that if the foundation was charac-
terized based on consideration of dynamic effects, the braces in the second
jacket bay became the weak link. The second bay compression braces
buckied at 1.30 of the teference load pattern or a total base shear of 3,440
kips. After the ion braces in the =econd jacket bay buckled, the
braces in the third jacket bay buckled and the jacket began to “unzip”.

The lateral foree - displacement characteristics for the analyses based
on the dynamic pile characterization is given in Figure 6. The peak lateral
load capacity is row 3,500 Kips and it is reached af a lateral displacement of
about 9 in. Based onthe dynamic pile characterization, the lateral load ca-
pacity of the platform is about doubled.
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FIGURE 6: FORCE - DISPLACEMENT RELATIONSHIP FOR
DYNAMIC PILE CHARACTERIZATION

Comparison of Analytical and Observed Results

The hurricane hindcast data [Cardone, Cox (1992] and observed plai-
foom performance indicate that PC survived 53 - 56 ft waves duning
hutricane Andrew. Based on the results from the apalyses performed on FC,
the total lateral koading associated with these conditions rangsd from 1,700 10
1,900 kips. These loadings exceed the plaiform capacity that was based on
static pile capacities. However, they do not exceed the platform capacity
that was based on dynamic pile capacities. Given that the platform survived
hurricane Andrew without significant damage, it is concluded that the plat-
form capacity based on the dynamic pile simulations is more realistic,

For broadside or end-on loading, the range in the PMB benchmark lat-
eral load capacities was 1,500 Kips to 3,600 kips {PMB, 1994]. Based on the
analyses performed during this study, the lower bound results were obtained
when the static pile capacity was wilized (Figure 5) and the upper bound
when the dynamic pile capacity was utilized (Figure 6). There is good
agreement beiween these two sets of resulls. The majority of the range
between the lower bound and upper bound results is atiribitable to differ-
ences in how the foundation is simulated.

WELLHEAD PROTECTORS 1 AND 2

The eye of hurricane Andrew passed within
a few miles to the west of Wellhead Protectors 1
{WP1) and 2 (WP2) (Figures 7 and 8). Hurri-
cane Andrew produced extreme stonm loadings
which caused I 10 collapse. Diver surveys
made after the storm indicated WP1 failed by
pudl out of the piles on the south side of the plat-
form. The seemingly identical WPZ did wot
collapse; there was no significant damage to this
structure.  The goal of lgns study was fo deter-
mine how the forces developed by hurricane
Andrew could have caused the collapse of WP1
and not the collapee of WP2.

of ﬁ'ihesmdyofWPEmdwm}mmem

28 cotnputer 1 i *iD, 2)
USFOS, and 3) 2%& StruCad*3D {Zentech,
1993] was to perform linear elastic analyses in
order to gain an overall understanding of the
response of the two structures to storm loading,
ULSLEA (Ultimate Limit State Limit Equilibrium
Analyses) [Mortazavi, Bea, 1994] is a technique
which performs simplified analyses of the load

resisting capacities of offshore templale stric- BGURET:
tures {Bea, Mortazavi, 1995]. This approach WELLHEAD
serves as a Hok between himear and nonlinear PROTECTOR 1

analyses by providing estimsates of the storm
loads required to cause first %"u‘-.ld and collapse of
the wellhead protectors. e third approach
wiilized the nonlinear apalysis program USFOS
[SINTEF, 1994] to perform static pushover
analyses of the wellhead protectors. In this pa-
per, because of space limitations we will discuss
only the resulis from the USFOS analyses. A
future paper will detail the results from the other
two methods and compare these results,

Structural Characteristics

The two structures evaluated herein were
both located in the South Timbalier area. The
two welhead protectors were designed and
installed early in the 1980°s by the same firm.
The two wellhead proteciors were designed
according to the same API RP 2A guideline. The
slighdly older WP1 is located in 32 ft. of water
and is oriented 45° counterclockwise from true
worth. WP2 ix located in slightly shallower water
(49 f1.) and is oriented parallel to true north.
Both structures are two bay, four pile template
structures designed to provide limied facilities
for 36 in. diameter caisson well risers (Figures 7

and 8). Both protectors have offset braced heli- FIGUHE 8:
pads and boat landings for easy access. WELLHEAD
PROTECTOR 2

The jacket framing of the two structures is
almost identical, with WP2 having slightly smaller
diameter jacket Iegs and piles; 28 and 24 in., as opposed to 30 and 26 in.
Diagonal vertical bracing is made up of 18 in. tubulars, while plan bracing i
composed of 12,75 in. bulars on all three levels. All members were fabri-
cated using A36 grade steel,



The most prominent difference between the two structures, other than
water depth and crientation, lies in the nutsber and location of caisson risers
each structure must The two caissons of WP are located just out-
side of the structure north end of the jacket and sre not tied substantially to
the jacket. WP2's caisson ix rigidly framed within the intedior of the jacket.
Soil and Foundation Characteristics

The foundations for the two structures are very similar only in that they
are both of four piles. The design of these piles is quite different.
WP1's piles are 187 fL. long. 26 in. in diameter and are comprised of several
segments. At the tip there is a five foot pile shoe with 0.75 in. thick walls for
dnving. H is followed by 100 ft. of 0.5 m. thick walls. Above this segment is
the only pile splice found below the mudline. Here the wall thickness in-
creases again to 0.75 in. for another ten fi. The remainder of the pile above
the pilehead and into the lower bay is 1,125 in. thick. WP2's piles are slightly
longer (190 fi.) than those of WP to compensale for its smaller diameter of
24 . It's upper wall thickness are generally latger as well, running at 1.213
in. to withstand the large bending stresses found in the piles near the mudline.
The remaining distribution is essentially the same ax for WPL.

Nonlinear axial soil curves were generated from soil boring tests {Law
1981]. The soil conditions were reported as consisting of a deep 172 ft. layer
of sofi clays overlying a deep loyer of stiff sand. Shear strengths of the clay
run between 0.31 ksf at the surface to 0.5 ksfat s of 64 ft., and to 1.5
ket at the sand layer boundary. Tt was recommen that the structures’
piles should be designed so as to be driven to depth into the sand in order to
take advantage of its high compressive bearing capacity.

The pile - soil interactions were modeled using API RP 2A guidelines for
static (T-Z, Q-Z) - cyelic (P-Y) and dynamic loading conditions [API, 1993;
19941

The results of the study based on StruCad*3D and ULSLEA initially in-
dicated that WP1 and WP2 should have behaved similarly; both should have
survived, At this point, the pile driving records for the structures were ob-
tained and reviewed. It was discovered that both of the piles on the south
side of WP had been under-deiven by 5 feet.  All of the piles in WP2 had
been driven to their design penetrations,

Storm Loadings

Wind, wave and cument characteristics were chosen from environ-
mental data provided from the Hurricane Andrew hindcast {Cardope and
Cox 1992} structire was loaded along its principal axes. The following
hydrodymamic parameter were used in these analyses:

Wind: 98 knots; ABS wind profile

Wave: 40 1. height; 9.5 second period

Sth Order Stream Function Wave Theory
Current: 6 fps constant over depth

Surge and Tade: 3 1L

Drag Coefficient (tubular members): Cd = 1.2

The two structures were loaded ooly along their principal axes to pro-
vide cousistency beiween the various caches employed to analyze
structural response. Wave Toads for USF(G)%P:Mre gonerated by the seastate
program WAJAC [DNV 1993] which determines peak loads using phase
angle intervals of 1°, The global base shears developed on WPI and WP2
during the passage of Andrew are summarized in Figure 9. The results indi-
cate WP1 exg‘);zimced peak lateral loadings that were about 20 % larger
than those on WP2. The peak lateral loading on WPI was 1,100 kips and on
WP2 wax 850 kips.

Push-Over Results

The static push-over results for WP1 and WP2 based o the USFOS re-
sults are summarized in Figure 10. The “double humps” found in boilt
analyses result from the increased stiffness of the structures when contact
between the jacket and caissons occur. The negative stiffness found at the
end of all analyses represents pile pullout. The large lateral deformations
produce plastic hinges in the piles which produce a near mechanism. It is the
additional strength and rigidity of the caissons which prevents the strtictures
from soft story collapse. This added stiffness allows the full axial capacity of
the soils to be exceeded to produce pile pullout. The maximure lateral Toad
capacity of WP1 is 910 kips and WP2 88tgjulups

The USFOS result that both structures fail due to pile yielding and puliout
was confirmed by results from the StruCad*3D and ULSLEA snalyses. The
ratio of the peak lateral loading during hurricane Andrew to the maximum
Interal Joading capucity is 1.2 and 0.95 for WP and WP2, respectively. The
analyses indicate that WP1 should have failed due to pile pullout and WP2
should have survived. The paradox of why these two seemingly identical
structures behaved differently was dus to the differences in the appurte-
nances (well conductors), the manner in which the wells were tied into the
structures, and the under-driven piles. The effects of these differences only

becarne evident when these “details” were determined and their implications
integrated into the analyses.
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CONCLUSIONS

This paper details results from nonlinear analyses of the ultimate hmit
state petformance characteristics of four Guif of Mexico Platforms sub-
j to intense loadings from hurricans Andrew. Oae of the platforms
(platform ‘B’) is a conventional 8-leg drilling and production platform that
survived the loadings developed during hurricane Andrew. Inspectiony of
this platform following the storm disclosed severe damage to the joints and
braces that indicated that the platform was loaded nearly to its ultimate Himit
state lateral Joad capacity. The analyses are able to replicate this perform-
RACS

Two of the other platforins are 4-leg well protectors that also survived
hurricane Andrew. One of these platforms {platform ‘C’) was the subject of
an industry study in which a large mumnber of engineeting organizations were
provided identical information on the platform and requested to determine
the loadings and cepacities of the structure [PMB Engincering Inc,, 1994].
This platforta survived hurricane Andrew without significant damage. The
analyses indicate that it should have performed in this manner. The analyses
indicate that the very large range in structure capacitics obtaiped is due
principally to differences in the procedures used to simulate the pile founda-
tion performance characteristics. Traditional *static’ characterizations form
& lower bound while ‘dynamic’ characterizations form an upper bound for
the lateral loading capacities of this particular structure.



The third 4-leg well protector (WP1) was located directly in the path of
hurricane Andrew. It collapsed. The fourth pearby, secmingly identical 4-
leg well protector (WP2) was not damaged. The analyses are able to explain
thir paradox. When subtle differences in the appurtenances, well attach-
mentz, and foundation piling penctrations were r nized, the analytical
resulis indicated that the plaiform that survived should have and the platform
that collapsed should have. It was not ‘probabilistic’ differences that re-
mulied in the survival and collapse, but rather ‘deterministic' differences.
This experience indicates that observed failures and survivals of platforms
can provide useful information when the details of the structures are knows.
When platforms are loaded at or close to their collapse capacity, nuances in
their elements, loadings, and performance can determine the difference
between survival and failure. Aasalyses performed on structures without
these details can provide misteading results {Puskar, et al., 1994].
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